PUBLIC NOTICE

FEDERAL COMMUNICATIONS COMMISSION
445 12th STREET S.W.
WASHINGTON D.C. 20554

News mediainformation 202-418-0500
Fax-On-Demand 202-418-2830; Internet: http://www.fcc.gov (or ftp.fcc.gov)
TTY (202) 418-2555

Report No. SES-00497 Wednesday May 14, 2003

SATELLITE COMMUNICATIONS SERVICES
RE: SATELLITE RADIO APPLICATIONSACCEPTED FOR FILING

The applications listed herein have been found, upon initial review, to be acceptable for filing. The Commission reserves
the right to return any of the applicationsif, upon further examination, it is determined they are defective and not in
conformance with the Commission's Rules and Regulations and its Policies. Final action will not be taken on any of these
applications earlier than 30 days following the date of this notice. 47 U.S.C. § 309(b). All applications accepted for filing
will be assigned call signs, or other unique station identifiers. However, these assignments are for administrative
purposes only and do not in any way prejudice Commission action.

SES- LI C-20030502- 00571 E E030096 PanAmSat Licensee Corp.
Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service

Applicant seeks authorization for two (2) new antennas (CK-9/10) to provide back-up TT& C and communications services to
U.S--licensed satellites.

fgs,;'l:r)l:ON: ;281 EAST GARTON ROAD, DOUGLAS, CASTLE ROCK, CO
39°16'37.00" N LAT. 104 ° 48'24.00 " W LONG.
ANTENNA ID: CK-9 11 meters VERTEX 11KPK

14000.0000 - 14500.0000 MHz 36MOG7W 80.00 dBW DIGITAL VIDEO AND DATA
14000.0000 - 14500.0000 MHz 36MOF8W 75.00 dBW ANALOG VIDEO

14000.0000 - 14500.0000 MHz 750KF2D 71.00 dBW COMMAND CARRIER
14000.0000 - 14500.0000 MHz 64K0G7D 53.00 dBW DIGITAL DATA

13990.0000 - 14000.0000 MHz 750KF2D 85.00 dBW COMMAND CARRIER
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13750.0000 - 13755.0000 MHz 750KF2D 85.00 dBW COMMAND CARRIER

11700.0000 - 12200.0000 MHz 36MOG7W
11700.0000 - 12200.0000 MHz 36MOF8W
11700.0000 - 12200.0000 MHz 750KF2D
11700.0000 - 12200.0000 MHz 64K0G7D

ANTENNA ID: CK-10 8.1 meters VERTEX 8.1KPK
14000.0000 - 14500.0000 MHz 64K0G7D 53.00 dBW DIGITAL DATA
14000.0000 - 14500.0000 MHz 750KF2D 71.00 dBW COMMAND CARRIER
14000.0000 - 14500.0000 MHz 36MOF8W 72.00 dBW ANALOG VIDEO
14000.0000 - 14500.0000 MHz 36MOG7W 80.00 dBW DIGITAL VIDEO AND DATA
13750.0000 - 13755.0000 MHz 750KF2D 85.00 dBW COMMAND CARRIER
13990.0000 - 14000.0000 MHz 750KF2D 85.00 dBW COMMAND CARRIER
11700.0000 - 12200.0000 MHz 64K0G7D
11700.0000 - 12200.0000 MHz 750KF2D
11700.0000 - 12200.0000 MHz 36MOF8W
11700.0000 - 12200.0000 MHz 36MOG7W

Points of Communication:

1- ALSAT - (ALSAT)

1- GALAXY VI - (99 W.L.)

1- GALAXY VII - (91W.L.)

1-PAS1-(450W.L.)

1-PAS2R- (43.0W.L.)

SES- LI C-20030504- 00579 E E030098 RAYCOM AMERICA, INC.
Application for Authority
Class of Station: Temporary Fixed Earth Station

Nature of Service: Domestic Fixed Satellite Service
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SITEID: 1

LOCATION: 500 EAST FOURTH STREET, VARIOUS

ANTENNA ID: 1

1.2 meters AVL TECHNOLOGIES

14000.0000 - 14500.0000 MHz 15MO0G7W

11700.0000 - 12200.0000 MHz 15M0OG7W

Points of Communication:

1-ALSAT - (ALSAT)

65.20 dBW

12 00 USA

MPEG-2 QPSK VIDEO, DATA &
VOICE

MPEG-2 QPSK VIDEO, DATA &
VOICE

SES- LI C-20030505- 00595 E E030100

Application for Authority

Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service, International Fixed Satellite Service

SITEID: 1

Intelsat LLC

LOCATION: 17633 Technology Blvd., Washington, Hagerstown, MD
39°35'59.60" N LAT.

ANTENNA ID: 1

5850.0000 - 6425.0000 MHz

5850.0000 - 6425.0000 MHz

5850.0000 - 6425.0000 MHz

5850.0000 - 6425.0000 MHz

3625.0000 - 3650.0000 MHz

3625.0000 - 3650.0000 MHz

3625.0000 - 3650.0000 MHz

3625.0000 - 3650.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

16.4 meters Vertex

100KG7D

72M0OG7W

800KFXW

36MOF8W

100KG7D

72MO0G7W

800KFXW

36MOF8W

100KG7D

72MO0G7TW

77°45'21.40" W LONG.

70.30 dBW

83.00 dBW

79.30 dBW

83.00 dBW
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16.4 THC

DIGITAL, Data

DIGITAL, Data

Analog carrier

Analog video with associated audio
carriers

DIGITAL, Data

DIGITAL, Data

Analog carrier

Analog video with associated audio
carriers

DIGITAL, Data

DIGITAL, Data



3700.0000 - 4200.0000 MHz 800KFXW Analog carrier

3700.0000 - 4200.0000 MHz 36MOF8W Ana! og video with associated audio
carriers

3650.0000 - 3700.0000 MHz 72M0G7TW DIGITAL, Data

3650.0000 - 3700.0000 MHz 100KG7D DIGITAL, Data

Points of Communication:

1-ALSAT - (ALSAT)

SES- LI C-20030505- 00599 E E030101 Intelsat LLC
Application for Authority

Class of Station:

Nature of Service:

LOCATION:

1

Fixed Earth Stations

Domestic Fixed Satellite Service, International Fixed Satellite Service

17633 Technology Blvd., Washington, Hagerstown, MD
39°35'59.60" N LAT.

77°45'17.40" W LONG.
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ANTENNA ID: 1 16.4 meters Vertex 16.4 THC

5850.0000 - 6425.0000 MHz 100KG7D 70.30 dBW DIGITAL, Data

5850.0000 - 6425.0000 MHz 72MO0GTW 83.00 dBW DIGITAL, Data

5850.0000 - 6425.0000 MHz 800KFXW 79.30 dBW Analog carrier

5850.0000 - 6425.0000 MHz 36MOF8W 83.00 dBW Ana_l og video with associated audio
carriers

3625.0000 - 3650.0000 MHz 100KG7D DIGITAL, Data

3625.0000 - 3650.0000 MHz 72M0OG7TW DIGITAL, Data

3625.0000 - 3650.0000 MHz 800K FXW Analog carrier

3625.0000 - 3650.0000 MHz 36MOF8W Analog video with associated audio
carriers

3700.0000 - 4200.0000 MHz 100KG7D DIGITAL, Data

3700.0000 - 4200.0000 MHz 72M0OG7TW DIGITAL, Data

3700.0000 - 4200.0000 MHz 800KFXW Analog carrier



3700.0000 - 4200.0000 MHz 36MOF8W

Analog video with associated audio

carriers
3650.0000 - 3700.0000 MHz 72MOG7W DIGITAL, Data
3650.0000 - 3700.0000 MHz 100KG7D DIGITAL, Data
Points of Communication:
1- ALSAT - (ALSAT)
SES- LI C-20030508- 00611 E E030102 R/L DBS Company, LLC
Application for Authority
Class of Station: Fixed Earth Stations
Nature of Service: Direct Broadcast Satellite Service
SITEID: ANT-7 ANT-9 ANT-10
LOCATION: 620 Hicksville Road, Suffolk, Bethpage, NY
40°44'39.00" N LAT.
ANTENNA ID: ANT-10 9 meters Vertex 17/18 GHz
12200.0000 - 12700.0000 MHz 2AMOM1F Digital compressed video carrier.
17300.0000 - 17800.0000 MHz 2AMOM1F 86.37 dBW Digital compressed video carrier.
ANTENNA ID: ANT-9 9 meters Vertex 17/18 GHz
12200.0000 - 12700.0000 MHz 2AMOM1F Digital compressed video carrier
17300.0000 - 17800.0000 MHz 24MOM1F 86.37 dBW Digital compressed video carrier.
ANTENNA ID:  ANT-7 9 meters Vertex 17/18 GHz
12200.0000 - 12700.0000 MHz 2AMOM1F Digital compressed video carrier
17300.0000 - 17800.0000 MHz 24AMOM1F 86.37 dBW Digital compressed viseo carrier.

Points of Communication:

ANT-7 ANT-9 ANT-10 - DBS-1 - (@ 100.8 W)

ANT-7 ANT-9 ANT-10 - DBS-2 - (@ 101.2 W)

ANT-7 ANT-9 ANT-10 - RAINBOW1 - (61.5W.L.)
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SES- LI C-20030508-00612 E E030103 Intelsat LLC
Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service, International Fixed Satellite Service

SITE ID: 1
LOCATION: 17633 Technology Blvd., Washington, Hagerstown, MD
39°35'59.10" N LAT. 77°45'18.40" W LONG.
ANTENNA ID: 1 16.4 meters Vertex 16.4 THC

5850.0000 - 6425.0000 MHz 100KG7D 70.30 dBW DIGITAL, Data

5850.0000 - 6425.0000 MHz 72MO0GTW 83.00 dBW DIGITAL, Data

5850.0000 - 6425.0000 MHz 800K FXW 79.30 dBW Analog carrier

5850.0000 - 6425.0000 MHz 36MOF8W 83.00 dBW Ana! 0g video with associated audio
carriers

3625.0000 - 3650.0000 MHz 100KG7D DIGITAL, Data

3625.0000 - 3650.0000 MHz 72MOGTW DIGITAL, Data

3625.0000 - 3650.0000 MHz 800KFXW Analog carrier

3625.0000 - 3650.0000 MHz 36MOF8W Analog video with associated audio
carriers

3700.0000 - 4200.0000 MHz 100KG7D DIGITAL, Data

3700.0000 - 4200.0000 MHz 72MOGTW DIGITAL, Data

3700.0000 - 4200.0000 MHz 800KFXW Analog carrier

3700.0000 - 4200.0000 MHz 36MOF8W Analog video with associated audio
carriers

3650.0000 - 3700.0000 MHz 72MOGTW DIGITAL, Data

3650.0000 - 3700.0000 MHz 100KG7D DIGITAL, Data

Points of Communication:

1-ALSAT - (ALSAT)

SES- LI C-20030508- 00621 E E030105 DIRECTV Enterprises,Inc.
Application for Authority
Class of Station: Fixed Earth Stations
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Nature of Service: Direct Broadcast Satellite Service

License for new DBS earth station antennain existing uplink facility. Transmission of DTH digital entertainment (audio/video) to
DIRECTV satellites at 101, 110 and 119 deg W.

SITEID: CRBC
LOCATION: 5454 Garton Rd., Douglas, Castle Rock, CO
39°16'38.00" N LAT. 104 ° 48'26.50 " W LONG.
ANTENNA ID: CDO07 13.2 meters VertexRSI 13.2LMA
17300.0000 - 17800.0000 MHz 24MOG7W 77.70 dBW QPSK digital audio/video and PM
command
12200.0000 - 12700.0000 MHz 2AMOG7TW QPSK digital audio/video and FM
telemetry

Points of Communication:

CRBC - DIRECTSAT - 1R - (110.0 W.L.)

CRBC - DIRECTV - 2- (101 W.L.)

CRBC - DIRECTV - 3- (101 W.L.)

CRBC - DIRECTV 1-(110W.L))

CRBC - DIRECTV 5- (119 W.L\)

CRBC - DIRECTV 6- (119 W.L.)

CRBC - DIRECTV 7S- (119 W.L.)

CRBC - DIREVTV 4S- (101 W.L.)

SES- MOD- 20030411- 00452 E E900006 SES AMERICOM, INC.
Application for Modification
Class of Station: VSAT Network

Nature of Service: Domestic Fixed Satellite Service

"MOD" to add 3 additional antennatypes and change hub call sign to an existing VSAT network license (E900006). Call sign
E990016 will replace E920698 as authorized call sign with which communications is limited.

SITEID: 1
LOCATION: 2323 GRIMVILLE ROAD, MOUNT AIRY, MD 2177 VSAT (3.5METER), CONUS AK,HI,VI,PR

ANTENNA ID: 1 3.5 meters VERTEX 3.5KPK

14000.0000 - 14500.0000 MHz 56KO0F1D 49.80 dBW
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14000.0000 - 14500.0000 MHz 64KOF1D 50.40 dBW

14000.0000 - 14500.0000 MHz 112KF1D 50.80 dBW
14000.0000 - 14500.0000 MHz 128KF1D 53.40 dBW
14000.0000 - 14500.0000 MHz 168KF1D 54.60 dBW
14000.0000 - 14500.0000 MHz 192KF1D 55.10 dBW
11700.0000 - 12200.0000 MHz 192KF1D

SITE ID: 3

LOCATION: 2323 GRIMVILLE ROAD, MOUNT AIRY, MD 2177 VSAT (24METER), CONUS, (100 UNITS)

ANTENNA ID: CM243 2.4 meters CHANNEL MASTER 243
14000.0000 - 14500.0000 MHz 2M00G7D 55.30 dBW DIGITAL QPSK
11700.0000 - 12200.0000 MHz 2M00G7D DIGITAL QPSK

SITEID: 4

LOCATION: 2323 GRIMVILLE ROAD, MOUNT AIRY, MD 2177 VSAT (1.2METER), CONUS, (200 UNITS)

ANTENNA ID: CM124 1.2 meters CHANNEL MASTER 124
14000.0000 - 14500.0000 MHz 4M00G7D 52.32 dBW DIGITAL QPSK
14000.0000 - 14500.0000 MHz 2MO0G7W 49.40 dBW DIGITAL QPSK
11700.0000 - 12200.0000 MHz 4M00G7D DIGITAL QPSK
11700.0000 - 12200.0000 MHz 2M00G7W DIGITAL QPSK

SITEID: 2

LOCATION: 2323 GRIMVILLE ROAD, MOUNT AIRY, MD 2177 VSAT (1.8METER), CONUS, (200 UNITS)

ANTENNA ID: CM183 1.8 meters CHANNEL MASTER 183
14000.0000 - 14500.0000 MHz 4M00G7D 56.00 dBW DIGITAL QPSK
14000.0000 - 14500.0000 MHz 2M00G7D 53.00 dBW DIGITAL QPSK
11700.0000 - 12200.0000 MHz 4M00G7D DIGITAL QPSK
11700.0000 - 12200.0000 MHz 2M00G7D DIGITAL QPSK
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SITEID: SITES
LOCATION: 2323 GRIMVILLE ROAD, MT. AIRY, MD 21771 VSAT (1.8METER) PAT, CONUS, (250 UNITS)

ANTENNA ID: 18PAT 1.8 meters PATRIOT TXEUT-180KU
14000.0000 - 14500.0000 MHz 2M00G7D 52.98 dBW DIGITAL QPSK
11700.0000 - 12200.0000 MHz 2M00G7D DIGITAL QPSK

SITE ID: SITE6

LOCATION: 2323 GRIMVILLE ROAD, MT. AIRY, MD 21771 VSAT (1.2METER) PAT, CONUS, (250 UNITS)

ANTENNA ID: 12PAT 1.2 meters PATRIOT TXEUT-120KU
14000.0000 - 14500.0000 MHz 2M00G7D 49.30 dBW DIGITAL QPSK
11700.0000 - 12200.0000 MHz 2M00G7D DIGITAL QPSK

SITEID: SITE7

LOCATION: 2323 GRIMVILLE ROAD, MT. AIRY, MD 21771 VSAT (1.2METER) PROD, CONUS, (250 UNITS)

ANTENNA ID: 12PROD 1.2 meters PRODELIN 1134
14000.0000 - 14500.0000 MHz 2M00G7D 47.98 dBW DIGITAL QPSK
11700.0000 - 12200.0000 MHz 2M00G7D DIGITAL QPSK

Points of Communication:

1-ALSAT - (ALSAT)

SES- MOD- 20030423- 00581 P E020074 Richtec Incorporated
Application for Modification
Class of Station: Mobile Earth Station

Nature of Service: Domestic Mobile-Satellite Service

Pursuant to 47 C.F.R. Section 25.118(a), licensee Richtec Incorporated notifies the Commission of its intent to use the SkyWave
DMR-200C mobile earth terminal ("MET") in connection with its blanket authorization for 10,000 half-duplex Inmarsat D+ METs in
the U.S. Asset forth in the certification from the manufacturer of the terminal (Exhibit 1), the SkyWave DMR-200C METs are
electrically identical to the METs already authorized for use by Richtec.

SITEID: 1
LOCATION: 10,000 INMARSAT D+ half duplex METs throughout in U.S.

ANTENNA ID: 1 0.11 meters JRC (Size of MET: 121mm x JUE-610 DT
121mm x 41mm)
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1626.5000 - 1645.5000 MHz 2K50F1D

1525.0000 - 1544.0000 MHz 2K50F1D

9.00 dBW

ANTENNA ID: 2 0.11 meters SKYWAVE
1626.5000 - 1645.5000 MHz 2K50F1D 9.00 dBW
1525.0000 - 1544.0000 MHz 2K50F1D

Points of Communication:

1- INMARSAT Ltd-1- (15.5W.L.)

1- INMARSAT Ltd-3- (178 E.L.)

1- INMARSAT Ltd-3- (54 W.L.)

Modulation: 2 level FSK, 256Hz tone
spacing, symbol rates of 4, 16, 23, 64,
or 128 symbols/sec

Modulation: Continuous phase 32-ary
FSK, 20Hz tone spacing, symbol rate:
4 symbols/sec

DMR-200

Modulation: 2 level FSK, 256Hz tone
spacing, symbol rates of 4, 16, 23, 64,
or 128 symbols/sec

Modulation: Continuous phase 32-ary
FSK, 20Hz tone spacing, symbol rate:
4 symbols/sec

SES- MOD- 20030425- 00529 E E960252 CBSTELEVISION STATIONS INC.

Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service

"MOD" Change and add digital emission designator to existing license to enable transmission of digital compressed television and data

signas.

SITE ID: 1

LOCATION: 1044 LINCOLN STREET, DENVER, DENVER, CO

39°43'58.20" N LAT.

104 °59'9.00" W LONG.

ANTENNA ID: 1 4.6 meters ANDREW CORP.
14000.0000 - 14500.0000 MHz 36MOG7W 67.40 dBW
11700.0000 - 12200.0000 MHz 36MOG7W

Points of Communication:

1-ALSAT - (ALSAT)

ESA46-124

COMPRESSED DIGITAL VIDEO
AND DATA

COMPRESSED DIGITAL VIDEO
AND DATA

Page 10 of 11



For more information concerning this Notice, contact the Satellite and Radiocommunication Division at 418-0719; TTY
202-418-2555.
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